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caT DESCRIPTION: 


144 ...174 MHz 


OMNIDIRECTIONAL BASE ANTENNA 


| Ground plane antenna, conical fiberglass radiator and radials, anticorodal base. 


Lightning protection. 
Tuning by radiator cutting. 


Easy mounting by optional flange, ref: SIRTEL FT. 
Available also in anticorodal ref: SA217 


suggested for: valley plain hill mountain 
* * * * 
FEATURES: SWR DIAGRAM 
MODEL : SA216 
TYPE : Ground plane 
FREQUENCY RANGE : 140 - 170 MHz 
BAND WIDTH : 10 MHz 
SWR : < 1,2at Res. frequency 9 
NOMINAL IMPEDANCE : 50 ohm > 
POLARISATION : Vertical i 
BEAM WIDTH -3 dB : 86 i 
BEAM TILT 20 
GAIN : 0 dBd (2,13 dBi) 
MAX POWER : 200 watt 
CONNECTOR : UHF female 
TUNING : By cutting 
MOUNTING : Sur tube de 38 mm. Ø ae 
RADIATOR : Conical fiberglass y 
RADIALS : Conical fiberglass 1 rela 
BASE + Aluminium 129 ma totema fod: 36016 2 
RADIATOR HEIGHT : Mod. fiberglass 450 mm. 
4 ` * anticorodal 490 mm. RADIATION PATTERN 
RADIALS LENGHT * fiberglass 460 mm. 
" “ 2 * anticorodal 590 mm. > FRONT To SIBE Bari. 
WEIGHT : Mod. fiberglass 450 9. i ra 
= 2 * anticorodal 420 g. \ E 
WIND RESISTANCE : 120 km/h 


ANTENNA TYPE: 
saie 


EN 


VERTICAL PATTERN 
THETA = 86° 


Mod. SA 216 


